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PROBLEM?
Old and Despised. Outdated Technology. Frustrated Customers.

NANOPLAS NOW
OFFERING THE

LUBE-SHUTTLE®
SOLUTION

‘ Introducing the NanoPlas Lube-Shuttle® Solution * Pistol Grip Grease Gun
e Gun Attachments

e Min-Lube EP 2 Grease

New and Desired. Perfected Technology. Happy Customers.
3 \ \ ll « Min-Lube High
| Performance Grease

Thread in Tube,
Start Greasing!




Attention! Safety Instructions

Only use grease guns as directed.
Improper use can cause severe
injuries. Never use excessive force on
the lever, or lengthen it with other
components. Never point high pressure
parts at people or animals. During use
wear industrial gloves and safety
glasses. Pressure of around 800 bar
are possible! Be aware of the stated
burst pressures of our hoses! @9
plastic high pressure hose, burst
pressures = 1000 bar. @13 high
pressure armored rubber hose, burst
press = 1650 bar.

Treat hoses with care and never allow
them to kink. Do not let the bend radius
go below 5 cm. Before use check
hoses for damage, leaks and loose
connections. Always replace damaged
hoses or hoses more than 3 years old.
Only use genuine accessories, no other
hoses must be used! Only use suitable
tools when fitting hoses.

WEAR GLOVES WEAR EYE PROTECTION

LUBE-SHUTTLE® IS A REGISTERED
TRADEMARK OF MATO
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GETTING STARTED IS AS EASYAS 1, 2,3
1. Unscrew the cap

2. Push up on the bottom follower plate until 1/4 inch of grease is
sticking above the top of the cartridge

3. Thread the grease cartridge into the Lube-Shuttle® Grease Gun
(Lube-Shuttle® Grease Gun required)
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L5A EMPTY CARTRIDGE IS RECYCLABLE
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